
GRIDFLEX 20/24
Components required

18 AWG wire Bright Green GridFlex LED driver Wire connectors Fixing screws

Box constraints
Minimum box depth: 40mm

Construction
Principle materials:  Polyimide (PI) PCB

Each panel has 6x WAGO 2060 connectors to allow for electrical connections. Panels can be connected 

using any of the WAGO connectors on the board.

Interconnect cables
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INSTALL GUIDEINSTALL GUIDE



Hand press the LED sheet into place, taking care not to damage any components

Layout

The panels are designed to be butted up to the next panel. This ensures the LED pitch remains constant, 

ensuring even illumination.

Starting from 1 edge, layout the panels until the remaining space is less than the 480x240mm panel size.

Clean and dry the surface where the LED sheet will be installed

Remove the backing from the adhesive located on the underside of the LED sheet.
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Secure the LED sheet using screws, if needed.  Only use screws where there is a hole a screw icon printed 

on the surface.  Be careful not to overtighten the screw or use an oversize screw since this may cause 

damage to the panel.
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Once there is not suffcient space for a whole panel, the LED sheet can be cut to size to ensure a good fit.  

Cut only alnong the marked cut lines.
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Note that once applied, the LED sheet cannot be repositioned, removed or reused.

Connection - Single colour

Ensure to match polarity: +24V to +24V & GND to GND.

A cable connector pack is included with the product.  The short cables are for sheet to sheet connection 

and the long cables are for connection to the LED driver.  Use 18AWG single core cable if further 

connnection is needed.

Connect cable to the on-board connectors- gently push the stripped wire tip into the hole.  The cable will 

lock into place
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Connection - Dynamic whte
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A cable connector pack is included with the product.  The short cables are for sheet to sheet connection 

and the long cables are for connection to the LED driver.  Use 18AWG single core cable if further 

connnection is needed.

Connect cable to the on-board connectors- gently push the stripped wire tip into the hole.  The cable will 

lock into place.

Ensure to match polarity: +24V to +24V, W to W, C to C.
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Connection - RGBW

A cable connector pack is included with the product.  The short cables are for sheet to sheet connection 

and the long cables are for connection to the LED driver.  Use 18AWG single core cable if further 

connnection is needed.

Connect cable to the on-board connectors- gently push the stripped wire tip into the hole.  The cable will 

lock into place.

Ensure to match polarity: 
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Connection - RGB DMX

Ensure to match polarity: 24V to+24V, GND to GND, PO to PI, A to A, B to B

Ensure to match polarity: +24V to+24V, R to R, G to G, B to B, W to W.  

Important note: the linkable connection must be from PI/DIN to PO/DOUT strictly following the arrow 

printing on the sheet, a reverse connection may damage the product
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Notes & Handling

Installation must comply with national and local electrical code regulations.

This product should be installed and maintained by a person with appropriate knowledge and experience in 

electrical installations.

Always disconnect power before installation, maintenance, or cleaning. Confirm all wiring is correct before 

powering on.

Do not connect the product directly to mains power. It must be connected to a SELV (Safety Extra Low Voltage) LED 

driver.

Choose an LED sheet with a suitable waterproof rating based on the actual installation environment.

Do not install in environments where ambient temperature exceeds the range -20°C to 45°C.

Do not exceed the maximum load specifications outlined in the product datasheet. Overloading may cause uneven 

brightness or damage.

Avoid scraping, twisting, or irregular bending of the LED sheet during installation, as this may cause permanent 

damage.

Power requirements
Choose a 24V constant voltage LED driver, based on the power requirement of the panels.  Refer to the 

data sheet for power per panel

Removing connections
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Insert the WAGO 206-260 tool into the small slot on the top of the connector and press down firmly - this 

opens the internal clamp.

Hold the tool in place and gently pull the cable out with the other hand.
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